
Arctic 
Revolution  
70

ArcticStar 55 ArcticChill 88 3300X 4400X 4400FZ2 Jazz1100 Alpha 1 WFT6  
(Fountain)

UC800  
(Undersink 
Chiller)

POU/Bottled POU P/B POU P/B P/B P/B   P              B P/B POU POU

Floor Standing/Table Top TT FL/TT FL/TT FL/TT FL/TT FL FL/TT FL/TT FL  Undersink

Dispensing Height 30cm 16cm 23cm 14cm 16cm 16cm 14cm 14cm

Hygiene Guard    –   – –

Taps: Manual/Solenoid S M S M S S M M

Influent                     Chilled below 12C  Ltr/h 
Water Temp             Hot Water 85C/90C  Ltr/h
16C                             Boosted Hot

    10 ltr/h      20 ltr/h      40 ltr/h     20 ltr/h     20 ltr/h    20 ltr/h     20 ltr/h 20 ltr/h

–       9 ltr/h –      5 ltr/h       5 ltr/h –      5 ltr/h       5ltr/h

–       95°/96° – – – – – –

CO2 Cooler  600gr/3125gr Cylinder – – – – – 500/2700 Cups – –

Dimensions:       POU FL –  1180h 
340w 340d

1180h 
340w 340d

1180h 
340w 340d

1180h 
340w 340d

1180h
340w 340d

 1015h
340w 335d

1122h                                                        
299w 381d

                              POU TT 370h
  240w 488d

460h
   340w 340d

460h 
 340w 340d

460h 
  340w 340d

460h 
  340w 340d – 550h

  340w 335d 
445h 

299w 411d

                              Bottled FL –  1185h 
   340w 340d – 1285h

 340w 340d
1185h 

340w 340d
1185h 

340w 340d
1020h 

  340w 335d
1127h 

299w 381d

                              Bottled TT –  465h 
   340w 340d – 465h

340w 340d
465h

340w 340d – 555h 
  340w 335d

450h 
299w  411d

Integrated  Cup Dispenser  
(can be replaced by Blanking Panel)

–  –    – 

 ECO Sensor: Approx 25% Powersaving –  – – – – – –

 FloodGuard Flood Prevention –  – –   – –

Accessories for Coolers:
• 3ltr and 10ltr Drip Tray Overflow Kits
• Mains Drainage
• Mains Drainage with Pump
• Cowling to secure Cooler to the wall
• Wall Bracket
• Flood Prevention System
• Conversion Kit from Bottles to POU
•  SIP Automatic Sanitising with sleep mode to save 

between 25% to 45% electricity
• Plumbing and Filter Kits
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“Putting hygiene first”

Chatha Hygiene Ltd, Unit 1,
Northpoint Business Centre,

Rochester, Kent ME2 4LX



“Putting hygiene first”

Drip Tray Options

3 litre overflow kit connects 
the drip tray to a 3 litre 
alarmed overflow container. 
The container has a tap to 
empty without removing it. 
Factory fitted or self-installed.

10 litre overflow system with 
alarm to signal when full. 
Factory fitted.

Mains drainage system 
connecting the drip tray to 
the waste. Factory installed.

A pumped main drainage 
system pumps the waste 
water from the drip tray over 
a distance of 100m and a 
rise of 5m. Factory installed.

POU Installation rail and filters

Installation rail with filter. 
Includes compression fitting. 
1 Micron Green filter. Water 
block. Copper pressure 
reducing valve and non-
return valve.

Green filter housing with carbon 
block filter and nanofilter. Filter 
housing. 1-Micron Green filter 
carbon block candle. Nano filter 
candle, high viral, cyst, pharma 
performance.

Fixing the cooler to wall and floor

A strong metal cowling to fix 
the water cooler to the wall 
and floor. Self-installed (also 
available for fountains).

Wall bracket to fit all coolers 
and fountains. Self-installed.

Flood prevention

Flood prevention that works! 
A flood prevention valve linked 
to a timer turns the mains 
water off overnight and at 
weekends. Comes as part of 
the installation rail or can be 
purchased separately.

Conversion kit

Easily convertible  
from bottled to  
POU. The bottled  
top includes  
Spill Guard leak  
protection.

Water
Coolers
Water

Coolers

Chatha Hygiene Ltd, Unit 1,
Northpoint Business Centre,

Rochester, Kent ME2 4LX


